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R . United States _ 77 West Jackson Boul evard
3 % Environnmental Protection Chi cago, Illinois 60604-3590
2 M § Agency, Region 5 Mai | Code WU-16J
s Rt TR
Pt VALer Division thderground Injection Control Branch
PUBLIC NOTICE
DEC 16, 2003

The United States Environmental Protection Agency, Region 5 office, plans
to issue an injection well permit. This is your chance to send written
comments on this existing Class 5X16 spent brine reinjection well permit.

The Safe Drinking Water Act requires us to regulate underground injection
of fluids through wells to protect the quality of underground sources of
drinking water. This is done in part by issuing permits to
owners/operators of underground injection wells. The regulations
governing underground injection wells are at Title 40 of the Code of
Federal Regulations (40 CFR) Parts 144 and 146. The procedures for the
permit process are at 40 CFR §124.5. More information about our program
is on the Internet at http:// www.epa.gov/rS5water/uic/uic.htm.

FACTTS—————— === ———mm
One existing well for spent brine reinjection is owned and operated by
Martin Marietta Magnesia Specialties, Inc., of 1800 Eastlake Road,
Manistee, Michigan. Martin Marietta
Magnesia Specialties, Inc., will inject BL 105- 5% 16- 17 Tizsom Co.
spent brine into a rock formation 2630 feet
below the ground surface. Martin Marietta
Magnesia Specialties, Inc., has also
applied for a permit for the well from the
Michigan Department of Environmental
Quality (MDEQ) .

LOCATION: Mason County, NW 1/4, NE 1/4, NW
1/4 Section 27, T20N, R17W; (See Map)
USEPA DRAFT PERMIT MI-105-5X16-17

WELL NAME: Well S-34

STATE NUMBER: 18-736-853

PERMIT WRITER: Patrick Saieh (312 )886- .
4240 or a 0.5 1 Mile

saieh.patrick@epa.gov via the Internet —

You may see the draft permit at: Ludington Public Library, Ludington,
Michigan; Monday-Thursday 10 a.m. to 8 p.m., Friday 10 a.m. to 6 p.m. and
Saturday 10 a.m. to 5 p.m. The draft permit is also on the Internet at:
http://www.epa.gov/r5water/uic/uic.htm.

Send your written comments to the Permit Writer at the Internet address
listed above, or to this address:

U.S. Environmental Protection Agency
DI Section (Attn: Lisa Perenchio, Chief)
77 West Jackson Boulevard, (WU-16J)
Chicago, Illinois 60604-3590

We must receive your comments within 30 days after the date at the top of
this notice. During the public comment period, you may request a public
hearing in writing. You must state the issues you propose to raise at the
hearing. If we receive many comments on this draft permit decision, we
will hold a hearing, and publish a notice of the hearing at least 30 days
before the hearing. If there is a hearing, you may make your comments
then. We will consider all comments received and then issues a final
permit decision.

If you wish to visit the Region 5 office, please call the Permit Writer
first. The office is at the address listed above, and is open between the
hours of 9 a.m. to 4 p.m. You may view the administrative record,
including all data submitted by Martin Marietta Magnesia Specialties,
Inc., at the Region 5 office.
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FACT SHEET FOR | SSUANCE OF UNDERGROUND | NJECTI ON CONTROL
(UQ PERMT BEXISTING AASS 5 - SPENT BR NE RE NJECTI ON VAL
Permit Nunber: M -105-5X16-17

Facility Nane: VeIl S 34

Martin Marietta Magnesia Specialties, Inc. of Manistee, Mchigan, has applied
for a Lhited Sates Environnental Protection Agency (USEPA) permit for the
Wl S34 inectionwell to be used for spent brine disposal in Mison Gounty,
M chi gan.

Review of the permt application indicates that no significant environnental

i npact should result fromthe injection operation. The USEPA therefore
intends to issue a permt for this well. Under the authority of Title 40 of
the Gode of Federal Regulations (40 GFR Parts 144 and 146, USEPA permits nust
specify conditions for construction, operation, nonitoring, reporting, and

pl uggi ng and abandonnent of injection wells so as to prevent the novenent of
fluid into any underground source of drinking water (USDW. In accordance
wth 40 OFR 8124.8, general infornmation and highlighted permt conditions
specific tothis well are as fol |l ons:

Area of Review (AR and Gorrective Action: In accordance wth 40 GFR

88 144.55, 146.6 and 146.7, this is the area surrounding the wel | wthin which
the applicant nust research wells which penetrate the injection zone. If any
of these wells are inproperly seal ed, conpl eted or abandoned, and m ght
provide a conduit for fluid mgration, the applicant nust devel op a corrective
action plan as shown in Attachnent C of the permt to address the deficiency.
The appl i cant has provi ded docunentation on the well popul ation wthin the one
quarter (1/4) mle AR surrounding the proposed injection well. There are no
produci ng, no injection, no tenporarily abandoned, and no pl ugged and
abandoned wells wthin the /4 mle radi us AR which penetrate the injection
zone.
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Facility Description: The spent brine reinjection wells (subtype 5X16) are
associated wth manufacturing facilities that produce specialty chenical s.
These chemical s are extracted fromthe natural brine of the Fler Sandstone, a
nenber of the Detroit Rver Goup. The chenicals are then used principally in
the steel industries for refractory naterial s during nanufacturing of steel.
The remai ning (spent) brine is reinjected into the Hler Sandstone via an
i njection well.

Lhder ground Sources of Drinking Véter (USD/): USD/8 are defined by the UC
regul ati ons as aqui fers or portions thereof which contain |ess than 10, 000
mlligrans per liter of total dissolved solids and which are being or coul d be
used as a source of drinking water. The base of the | owernost possibl e USDV
inthe vicinity of the injection well has been identified at approxi nately 602
feet bel owground surface. This water-bearing fornmation is the Qacial Drift.

Injection and Gonfining Zones: Injection of fluids for spent brine di sposal
islimted by the permt to the Lower Detroit Rver Goup and the Bois B anc
Formation in the interval between 2630 and 2752 feet bel ow ground surface.
This injection zone is separated fromthe | ower nost USDWby appr oxi nat el y 2028
feet of sedinentary rock strata.

Qonstruction Requirenents: The construction of the injection well neets the
regul atory criteria of 40 G/R 8144.52(a) (1), which requires that all injection
wel I's be cased and cenented to prevent the novenent of fluids into or between
USDVE.

imted by the permt to spent brine.
dtobeinjected is 17,150 barrel s.

Injection Huid: The injected fluidis |
The expected naxi numdai ly vol une of flui

Mixi num I nj ection Pressure: The naxi numwel | head i nj ection pressure shal | be
limted to 654 pounds per square inch gauge (psig). This limtation wll
ensure that the pressure during injection does not initiate fractures in the
confining zone adjacent to the | onermost USDNVduring i njection operations.
This in turn ensures that the injection pressure wll not cause the novenent
of injection or fornmation fluids into a USDWas prohi bited by 40 GR 8§144. 12.

Mbni toring and Reporting Requirenents: In accordance wth 40 GFR §8144.54, the
applicant wll be responsible for observing and recording i njection pressure,
flowrate, annulus pressure, and cumul ative vol une on a weekl y basis and
reporting this to the USBEPA on a nonthly basis. The applicant wll al so be
responsi bl e for observing, recording and reporting annulus liquid loss on a
quarterly basis. In addition, to satisfy the requirenents set forth at 40 OFR
8146. 8(b), the nechanical integrity pressure denonstration test was conduct ed
on February 15, 2001, for the V@Il S 34. This pressure test was w tnessed by
a representative of the USHPA and the well was found to have integrity. The
applicant wll be required to repeat this pressure test at |east once every
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five (5) years. To satisfy the requirenents set forth at 40 R 8§8146.8(c) to
determne the absence of fluid novenent behind the casing, the USEPA revi ened
all available infornmati on such as noi se or tenperature | ogs or other nethod
as approved by the Drector for this well. |If a tenperature or noise |og

or other nethod as approved by the Drector was used to determne the second
part of the MT (i.e., the absence of fluid novenent), then the applicant wll
be required to repeat this test at |east once every five (5) years thereafter.
These tests wll provide USHPAw th an evaluation of the integrity of the
tubul ar goods (casing, tubing, and packer) as well as docunentation of the
absence or presence of fluid novenent behind the casing.

Plugging and Abandomment: The permit includes a plugging and abandonment plan
for an environmentally protective well closure at the time of cessation of
operations. Martin Marietta Magnesia Specialties, Inc. has demonstrated
adequate financial responsibility to close, plug, and abandon this underground
injection operation. Martin Marietta Magnesia Specialties, Inc. has provided
Financial Statement Coverage as financial assurance for the Company's
injection wells in the State of Michigan. This coverage must be updated on an
annual basis.

Issuance and Effective Date of Permmit: In accordance with 40 CFR $§124.15, the
permit will become effective immediately upon issuance if no public comments
were received that requested a change in the draft permit. However, in the
event that public comments are received which request a change in the draft
permit, then the permit will become effective thirty (30) days after the date
of issuance unless the permit is appealed. In accordance with 40 CER
§144.36(a), the permit will be in effect for a period of 10 years, unless it
is otherwise modified, revoked and reissued, or terminated as provided at 40
CFR §§144.39, 144.40 and 144.41.

Questions, comments and requests for additional information or for a public
hearing may be submitted in writing to the contact person listed below or made
verbally to Patrick Saieh at (312) 886-4240 or saieh.patrick@epa.gov via the
internet. If you would like to receive a written response, please be sure to
include a mailing and/or e-mail address. The public comment period on this
permitting action will close thirty (30) days after the date of the public
notice. If the USEPA receives written comments of substantial public interest
that warrants a hearing on this action, a public notice of a scheduled hearing
will be published locally and mailed to interested parties. To preserve your



right to appeal any final permit decision that may be made in this matter
under 40 CFR 124, you must either participate in the public hearing or send in
written comments on the draft permit decision. The first appeal must be made
to the Environmental Appeals Board; only after all agency review procedures
have been exhausted may you file an action in the appropriate Circuit Court of
Appeals for review.

U.S. Environmental Protection Agency
Region 5 (WU-16J)

77 West Jackson Boulevard

Chicago, Illinois 60604-3590

Attn: Lisa Perenchio, Chief
Direct Implementation Section

DRAFT

Lisa Perenchio, Chief
Direct Implementation Section
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UN TED STATES B\ RONMENTAL PROTECTI ON AAENCY (USEPA)
UNCERAROUND | NDECTT ON GONTRAL. PERMT: ALASS 5 SPENT
BR NE RE NJECTI ON VELL (5X16)
Permt Nunber: M -105-5X16-17
Facility Nane: Wl S 34

Pursuant to the provisions of the Safe Drinking Vdter Act, as anended
(42 US C 8300f et seq., commonly known as the SDM) and i npl enenti ng
regul ati ons pronul gated by the USHPA at Parts 124, 144, 146 and 147 of Title
40 of the ode of Federal Regulations (40 OFR),

Martin Marietta Magnesia Specialties, Inc. of Manistee, Mchigan
is hereby authorized to operate an existing injection well located in
M chi gan, Maison Gounty, T20N RL7W Section 27, NW1/4 Section, for injection
into the Lower Detroit Rver Goup and the Bois Bl anc Fornation at depths
bet ween 2630 and 2752 feet, upon the express condition that the permttee neet
the restrictions set forth herein.

The purpose of the injectionis limted to the disposal of spent brine
into the sane fornation fromwhich it was wthdrawn after extraction of
hal ogens or their salts.

Al references to Title 40 of the Gode of Federal Regulations are to all
regulations that are in effect on the date that this permt is effective.

This permt shall becone effective on and shal |
renaininfull force and effect, unless this permt is otherw se revoked,
termnated, nodified or reissued pursuant to 40 CFR 88144. 39, 144.40 or
144.41. This permt shall also remain in effect upon del egation of prinary
enforcenent responsibility to the State of Mchigan, unless that Sate
chooses to adopt this permt as a Sate permt. This permt and the
authorization to inject shall expire at mdni ght on :
unless termnated prior to the expiration date.

S gned and Dated

CRAFT

Jo Lynn Traub
Drector, VWter D vision
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QRECT1 VE ACTI ON PLAN

No corrective actionis required at this tine.
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CPERATI NG MIN TAR NG AND REPCRITI NG REQU REMENTS

MN MM MN MM
LI M TATI QN MON TCR NG REPCRTT NG

REQU REMENTS REQU REMENTS
Characteristic Frequency Type
I nj ection Pressure’ 654 psig (MW MM weekl y nont hl y
Annul us Pressure weekl y nont hl y
How Rate weekl y nont hl y
Qunul ati ve Vol une weekl y nont hl y
Annul us Liquid Loss quarterly quarterly
Chenical Conposition® of Injected A uid annual |y grab annual ly

SAMPLING LACATIAN  The sanpling | ocation shal | be between the punp and the
wel | head

“The limitation on wellhead pressure serves to prevent confining-
formation fracturing. This limitation was calculated using the following
formula: [{0.8 psi/ft - (0.433 psi/ft) (specific gravity)} x depth] - 14.7
psi. The maximum wellhead pressure is dependent upon depth and specific
gravity of the injected fluid. The Lower Detroit River Group at 2630
feet was used as the depth and a specific gravity of 1.26 was used for
the injected fluid. For the purpose of monitoring and reporting the
injection pressure, the UIC Branch interprets the injection pressure to
be the same as the tubing pressure measured at the wellhead.

“Chenical conposition anal ysis shal | include, but not be linmted to,
the foll ow ng: Amonia Ntrogen, Barium B carbonate, Boron, Bromde,
Gl cium Carbonate, Chloride, Lithium Mgnesium Ntrate Ntrogen, pH
Potassi um Resistivity (ohmneters @75°F), Sodium Specific Gavity,
Qulfate, Sulfide, Srontium Total D ssolved Solids and Total Iron.
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PART |
GENERAL PERM T GOMPLI ANCE

BFECT OF PERMT

The permittee is allowed to engage i n underground injection in
accordance wth the conditions of this permt. The underground
injection activity, otherw se authorized by this permt or rule, shall
not allowthe novenent of fluid containing any contamnant into

Under ground Sources of Drinking Véter (USDV8), if the presence of that
contamnant nay cause a violation of any Prinary Drinking Véter

Regul ation pursuant to 40 GFR Part 142 or nay ot herw se adversely
affect the health of persons. Any underground injection activity not
specifically authorized in this permt or otherw se authorized by
permt or rule is prohibited. Issuance of this permit does not convey
property rights of any sort or any exclusive privilege; nor does it
authorize any injury to persons or property, any invasion of other
private rights, or any infringenent of Sate or |ocal |aw or

regul ations. Gonpliance wth the terns of this permt does not
constitute a defense to any action brought under Section 1431 of the
Safe Drinking Vter Act (SDM) or any other |aw governing protection of
public health or the environnent.

PERM T ACTI ONS

This permt nay be nodified, revoked and rei ssued, or termnated for
cause as specified in 40 GFR 88144. 39, 144.40 and 144.41. The filing
of arequest for a permt nodification, revocation and rei ssuance,
termnation, or the notification of planned changes or anti ci pated
nonconpl i ance on the part of the permttee does not stay the
applicability or enforceability of any permt condition.

SEVERABI LI TY

The provisions of this permt are severable, and if any provision of
this permt or the application of any provision of this permt to any
circunstance is held invalid, the application of such provision to
other circunstances and to the renai nder of this permt shall not be
af f ect ed t her eby.

QONH DENNLALL TY

In accordance wth 40 CGFR Part 2 and 8144.5, any infornation submtted
to the USEHPA pursuant to this permt nmay be clai ned as confidential by
the submtter. Any such claimnust be asserted at the tine of

subm ssion by stanpi ng the words "confidential business infornation” on
each page containing such information. If no claimis nade at the tine
of subm ssion, USHPA nay nake the infornation available to the public
wthout further notice. If aclaimis asserted, the validity of the
clamw || be assessed in accordance wth the procedures in 40 R Part
2 (Public Information). Qdains of confidentiality for the foll ow ng
information w il be denied:
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1) The nane and address of the permittee; and,
2) Information which deals with the existence, absence or
| evel of contaminants in drinking water.

DUN ES AND REQJ REMENTS

1.

Duty to Gonply - The permttee shall conply wth all conditions
of this permt. Any permit nonconpliance constitutes a violation
of the SDM and is grounds for enforcenent action, permt
termnation, revocation and rei ssuance or nodification.

Penalties for Molations of Permt Gonditions - Aly person who
operates this well in violation of permt conditions is subject
tocivil penalties, fines, and other enforcenent action under the
SDM and may be subject to such actions under the Resource
(onservation and Recovery Act. Any person who w llfully viol ates
a permt condition is subject to crimnal prosecution.

Need to Halt or Reduce Activity not a Defense - It shall not be a
defense for a permittee in an enforcenent action to state that it
woul d have been necessary to halt or reduce the permtted
activity in order to naintain conpliance with the conditions of
this permt.

Gontinuation of Expiring Permts - If the permttee w shes to
continue an activity regulated by this permt after the
expiration date of this permt, the permttee nust submt a

conpl ete permt application for a new permt at |east 60 cal endar
days before this permt expires.

Duty to Mtigate - The permttee shall take all reasonabl e

steps to mnimze or correct any adverse inpact on the
environnent resulting fromnonconpliance wth this permt.
Proper (peration and Mi ntenance - The permttee shall at all
tines properly operate and naintain all facilities and systens of
treatnent and control (and rel ated appurtenances) which are
installed or used by the permttee to achi eve conpliance wth the
conditions of this permt. Proper operation and nai nt enance

i ncl udes effective perfornmance, adequate fundi ng, adequate
operator staffing and training, and adequate |aboratory and
process controls, including appropriate quality assurance
procedures. This provision requires the operation of back-up or
auxiliary facilities or simlar systens only when necessary to
achi eve conpl i ance wth the conditions of the permt.

Duty to Provide Information - The permttee shall furnish to the
Drector, wthin thirty (30) days, any infornation which the
Drector nay request to deternmne whet her cause exists for

nodi fying, revoking and reissuing, or termnating this permt, or
to determne conpl i ance
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wth this permt. The permttee shall also furnish to the
Drector, upon request, copies of records required by this pernmt
to be retai ned.

| nspection and Entry - The permttee shall allowthe Drector, or

an aut hori zed representative, upon the presentation of
credential s and other docunents as nay be required by |awto:

(a)

(b)

(c)

(d)

Enter uponthe permttee's premses where a regul ated
facility or activity is located or conducted, or where
records are kept under the conditions of this permt;

Have access to and copy, at reasonabl e tines, any records
that nust be retai ned under the conditions of this permt;

I nspect, at reasonable tines, any facilities, equi pnent
(including nonitoring equi pnent), practices, or operations,
regul ated or required under this permt; and,

Sanpl e or nonitor the injected fluids, at reasonabl e tines,
for the purposes of assuring permt conpliance, or as

ot herw se aut hori zed by the SDM any substances or
paraneters at any | ocation.

Recor ds

(a)

(b)

(c)

The permttee shall retain records of all nonitoring
information, including all calibration and nai nt enance
records and copies of all reports required by this permt,
for a period of at least three (3) years fromthe date of
the sanpl e, neasurenent or report. The permttee shall
also naintain records of all data required to conplete this
permt application and any suppl enental infornation
submtted under 40 GFR 88144. 27 and 144.31. This period
nay be extended by the Drector at any tine by witten
notice to the permttee.

The permttee shall retain records concerning the nature

and conposition of all injected fluids until three (3)

years after the conpl eti on of pluggi ng and abandonnent. A

the conclusion of the retention period, if the Drector so

requests, the permttee shall deliver the records to the

Drector.

Records of nonitoring infornmation shal |l include:

(i) The date, exact place, and the tine of sanpling or
neasur enent s;

(ii)  The nane(s) of the individual (s) who perforned the
sanpl i ng or neasur enents;

(iii) A precise description of both sanpling net hodol ogy

and the handl i ng of sanpl es;
(iv)  The date(s) anal yses were perforned;



10.

M - 105- 5X16- 17
-5

(v) The nane(s) of the individual (s) who perforned the
anal yses;

(vi) The anal ytical techniques or nethods used; and,
(vii) The results of such anal yses.

Noti fication Requirenents

(a)

(b)

(c)

(d)

(e)

()

A anned Changes - The permttee shall notify and obtain the
Drector's approval at least thirty (30) days prior to any
pl anned physical alterations or additions to the permtted
facility, or changes in the injection fluids. Wthin ten
(10) days prior to injection, an analysis of the new
injection fluids shall be submtted to the Drector for
review and approval .

Anti ci pat ed Nonconpl i ance - The permttee shall give at
least thirty (30) days advance notice to the Drector for
hi s/ her approval of any planned changes in the permtted
facility or activity which nay result in nonconpliance wth
permt requirenents.

Transfer of Pernmits - This permt is not transferrable to
any person except after notice is sent to the Orector at
least thirty (30) days prior to transfer and the

requi renents of 40 CFR 8144. 38 have been net. The D rector
nay require nodification or revocation of the permt to
change the nane of the permttee and incorporate such ot her
requi renents as may be necessary under the SDM

Gonpl i ance Schedul es - Reports of conpl i ance or

nonconpl i ance with, or any progress reports on, interimand
final requirenents contai ned in any conpl i ance schedul e of
this permt shall be submtted to the Drector no | ater
than thirty (30) days fol |l ow ng each schedul e date.

Twenty- Four (24) Hour Reporting - The permittee shal l
report to the DOrector any nonconpl i ance or ot her

i nfornation which nay endanger health or the environnent in
accordance wth Part 1(B(18)(g). This infornation shall
be provided orally wthin twenty-four (24) hours fromthe
tine the permttee becones aware of the circunstances.

FHve (5 Day Witten Reporting of Nonconpliance - For any
nonconpl i ance identified under Part 1(E) (10)(e), or any

ot her nonconpl iance identified pertaining to this permt,
the permttee shall provide a witten submssion as soon as
possible, but no later than five (5) cal endar days fromthe
tine the permttee becones aware of the circunstances. The
witten submssion shall contain a description of the
nonconpl ianc and its cause; the period of nonconpliance,
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14.
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i ncluding exact dates and tines, and if the nonconpl i ance
has not been corrected, the anticipated tine it is expected
to continue; and steps taken or planned to reduce,
elimnate, and prevent recurrence of the nonconpliance.

(g0 QGher Information - If or when the pernmittee becones aware
that he/she failed to submt any relevant facts in the
permt application, or submtted incorrect infornationin a
permt application or in any report to the Drector, the
permttee shal | pronptly submt such facts or corrected
infornmation in accordance wth 40 GR 8144.51(1)(8).

Report on Permit Review- Wthin thirty (30) days of
receipt of the final issued permt, the permttee shall
report to the Orector that he/she has read and is
personal ly famliar wth all terns and conditions of this
permt.

Gommencing Injection - The permttee shall not inject until any
corrective action described in Parts 1(E)(17) and 111 (Q of this
permt are conpl ete, and;

(i) The permttee has submtted a report on the
corrective work to the Drector; and,

(ii) The Drector has inspected or otherw se reviewed the
corrective work and notified the permttee in witing
that he/she is in conpliance wth the conditions of
this permt.

Sgnatory Requirenents - Al reports or other infornation
requested by the Drector shall be signed and certified accordi ng
to 40 CFR 8144. 32.

Nbtice of A ugging and Abandonnent - The permttee shall notify
the Drector at least forty-five (45) days before abandonnent of
the well.

A uggi ng and Abandonnent - The permttee shall plug and abandon
the well as provided in the pluggi ng and abandonnent pl an
contained in Part I11(B) of this permt. Hugging shall occur as
soon as practicable after operation ceases but no later than two
(2) years thereafter. During the period of non-operation, the
wel | nust be tested to ensure that it naintains integrity, unless
the permttee fulfills the other requirenents under 40 GR
8144.52(a)(6) prior to expiration of the two (2) year period.

The permttee shall notify the Drector of plugging and
abandonnent in accordance wth the reporting procedures in Part
I(B)(13) of this permt.
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FHnancial Responsibility - The permttee shall naintain financial
responsi bility and resources to plug and abandon the under ground
injection well in accordance wth 40 GR 8144.52(a)(7) as
provided in Attachnent Rof the admnistrative record
corresponding to this permt action which is hereby incorporated
by reference as if it appeared fully set forth herein. The
permttee shall not substitute an alternative denonstration of
financial responsibility fromthat which the Orector has
approved, unless the permttee has previously submtted evi dence
of that alternative denonstration to the Drector and the
Drector has notified the permttee in witing that the
alternative denonstration of financial responsibility is
acceptable. The financial responsibility nechanismshall be
updat ed upon request of the Drector, except when financi al
statenent coverage is used as the financial nechanism this
coverage nust be updated on an annual basi s.
| nsol vency
(a) Inthe event of the bankruptcy of the trustee or issuing
institution of the financia nechanism or a suspension or
revocation of the authority of the trustee institution to
act as trustee or the institution issuing the financial
nechani smto i ssue such an instrunent, the permttee nust
submt an alternative denonstration of financial
responsi bility acceptable to the Drector wthin sixty (60)
days after such event. Failure to do sowll result in the
termnation of this permt pursuant to 40 GFR 8144. 40
(a)(1).
(b) An owner or operator nust also notify the Orector by
certified nail of the conmencenent of voluntary or
invol untary proceedi ngs under Title 11 (Bankruptcy). US
(ode, naming the owner or operator as debtor, wthin ten
(10) business days after the conmencenent of the
proceeding. A guarantor of a corporate guarantee nust nake
such a notification if the permttee is naned as debtor, as
requi red under the terns of the guarantee.
Qorrective Action - The permttee shall shut in the injection
wel | whenever he/she or USEPA determines that operation thereof
nay be causing upward fluid mgration through the wel I bore of any
i nproperly plugged or unplugged well in the area of review and
shal | take such steps as he/she can to properly plug the
offending well (s). Any operation of the well which nay cause
upward fluid mgration froman inproperly plugged or unpl ugged
well wll be considered a violation of this permt. |If the
permttee or USEHPA determines that the permtted well is not in
conpl i ance wth 40 /R 8146.8, the permttee wll inmedi ately
shut inthe well until such tine as appropriate repairs can be
effected and witten approval to resune injection is given by the
Drector. In addition the permttee shall not recommence
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injection until any and all corrective action has been taken in
accordance wth any plan contained in Part I11(Q of this pernmt
and the requirenents in Part 1(E)(11) of this permt have been
net .
Mechanical Integrity - The permttee nust establish and shal |
nai ntai n nechanical integrity of this well in accordance wth 40
(R 8146.8. The nechanical integrity denonstration consists of
two parts: Part | denonstrates no significant |eaks in the
casing, tubing, or packer and Part Il denonstrates no
significant fluid novenent into an underground source of drinking
water (USDW through vertical channel s adjacent to the wel | bore.
The permttee is required to pass both parts of the nechani cal
integrity denonstration in accordance wth Part |(E(18)(a) and
(b) of this permt and thereafter once every sixty (60) nonths
fromthe date of the | ast approved denonstrati on.

(a) Pursuant to 40 R 8146.8 (a)(1), the permttee shall
denonstrate the first part of M by using the standard
annul us pressure test or another approved net hod.

(b) Pursuant to 40 (R 8146.8 (a)(2), the permttee shall
denonstrate the second part of M by running a noi se,
tenperature or oxygen activation log. A descriptive report
interpreting the results of such logs and tests shall be
prepared by a know edgeabl e 1 og anal yst and submtted to
the Drector.

(c) The permttee shall denonstrate the nechanical integrity of
the wel | by pressure testing whenever:

(i) the tubing is removed fromthe well or repl aced;
(ii) the packer is reset; or,

(tii) aloss of nmechanical integrity occurs. (peration
shal | cease whenever one of the above-nentioned
conditions occurs and not resune until the Orector
gives witten approval to reconmence injection.

(d) The Drector nay, by witten notice, require the permttee
to denonstrate nechanical integrity at any tine.

(e) The permttee shall cause all gauges used in nechani cal
integrity denonstrations to be calibrated prior to the
denonst rat i on.

(f) The permttee shall cease injection if aloss of nechanical
integrity is discovered during a test, or a |l oss of
nechani cal integrity as defined by 40 CFR 8146. 8 becones
evident during operation. (perations shall not be resuned
until the Drector gives witten approval to recommence
i nj ection.
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The permttee shall notify the Drector of the | oss of
nechani cal integrity in accordance wth the reporting
procedures in Parts 1 (E)(10)(e), and (f), and II(B)(3)(d)
of this permt.

The permittee shall report the results of a satisfactory
nechani cal integrity denonstration as provided in Part
11 (B (3)(d) of this permt.

The pernmittee shall conduct the nechanical integrity

denonstrations provided in 8146.8 (a)(1) and (2) during the
60t h nonth after such denonstrations have been successful |y
conduct ed pursuant to paragraphs (a) and (b) of Section 18.

The permittee nust submt |oggi ng procedures to the
Drector for approval before running logs for the purpose
of denonstrating the second part of M. The pernittee
shal I notify the Drector of his or her intent to
denonstrate nechanical integrity at least thirty (30)

cal endar days prior to such denonstration. A the
discretion of the Drector a shorter tine period nay be
allowed. Reports of nechanical integrity denonstrations
whi ch include | ogs nust al so include an interpretation of
results by a know edgeabl e | og anal yst.

Restriction on Injected Substances - The permttee nay inject

only spent brine into the sane fornation fromwhich it was

w thdrawn after extraction of hal ogens or their salts. Qly
those fluids fromsources noted in the admnistrative record and
approved by the Drector shall be injected.
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PART 11

VAL SPEAH C GONO TIT ONs FAR UNDERAROUND | NDECTI ON GONTRQL PEHRM TS

GONSTRUCTI ON REQU FEMENTS

1.

Sting - Notwthstanding any other provision of this permt, the
injection well shall inject only into a formation which is
separated fromany USDNVby a confining zone that is free of known
open faults or fractures wthin the area of the review

Gasing and Genenting - Injection wells shall be cased and
cenented to prevent the novenent of fluids into or between USD/¥.
Soecifics on the casing and cenent used in the construction of
the well shall be as contained in Aitachnents L and Mof the
admni strative record corresponding to this permt action which
are hereby incorporated by reference as if they appeared fully
set forth herein.

Tubi ng and Packer Specifications - Injection shall only take

pl ace through tubing wth a packer set in the long string casing
adjacent to a cenented interval which is wthin or bel owthe
near est i nperneabl e confining systemi nmedi at el y above t he
injection zone. Tubing and packer specifications shall be as
represented in engi neering draw ngs contained in Attachnents L
and Mof the admnistrative record corresponding to this pernit
action whi ch are hereby incorporated by reference as if they
appeared fully set forth herein. Any proposed changes shal | be
submitted by the permttee in accordance wth Part |(E)(10)(a)
and (b) of this permt.

Wl | head Specifications - For every injection well, the operator
shall provide a female fitting, wth a cutoff valve, to the
tubing at the well head, so that the anount of injection pressure
bei ng used nmay be neasured by a representative of the USEPA by
attaching a gauge having a nale fitting.

CPERATI NG MIN TCR NG AND REPCRTI NG REQU REMENTS

1.

Qperating Requirenents
(a) Injection Pressure Limtation

(i) Beginning on the effective date of this permt, the
permttee is authorized to operate the injection
wel |, subject tothe limtations and nonitoring
requi renents set forth herein. The injection
pressure and injected fluid shall be |imted and
nonitored as specified in Parts [ (B (19) and 11 (A
of this permt.

(ii) Inection at a pressure which initiates fractures in
the confining zone or causes the novenent of
injection or formation fluids into or between USD/$
i s prohibited.
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(iii) I nj ection between the outernost casing protecting
USO8 and the wel | bore is prohibited.

(1v) The annul us between the tubing and the long string
casing shall be filled wth a liquid designed to
inhibit corrosion. The annulus liquid wll be
noni tored in accordance wth Parts 11 (B (2)(d) and
11(B)(3)(b) of this permt. Ay specific annul us
requirenents are contained in Part 111 (A of this
permt.

Moni tori ng Requi renent s

(a) Sanpl es and neasurenents taken for the purpose of
nonitoring as required in Part 11 (B)(3) shall be
representative of the nonitored activity. Gab sanpl es
shal | be used to obtain a representative sanpl e of the
fluidto be analyzed. Part 111(A of this permt describes
the sanpling | ocation and required paraneters for injection
fluid analysis. The permttee shall identify the types of
tests and net hods used to generate the nonitoring data.

The nonitoring programshall conformto the one descri bed
inPart I11(A of this permt.

(b) Analytical Methods - Mnitoring of the nature of injected
fluids shall conply with applicabl e anal ytical nethods
cited and described in Table | of 40 GFR 136.3 or in
Appendi x |1l of 40 GFR Part 261 or by other nethods that
have been approved by the Orector.

(c) Injection Huid Analysis - The nature of the injection
fluids shall be nonitored as specified in Part I11(A of
this permt. Aninitial analysis of the injection fluidis
contained in Attachnent Hof the admnistrative record
corresponding to this permt action which is hereby
incorporated by reference as if it appeared fully set forth
herein. The Drector may, by witten notice, require the
permttee to sanpl e and anal yze the injected fluid at any
tine.

(d) Injection Pressure, Anulus Pressure, Annulus Liquid Loss,
How Rate and Qunul ative Vol une - Injection pressure,
annul us pressure, flowrate and cumul ative vol une shal | be
recorded at least weekly. Annulus liquid |oss shall be
recorded at least quarterly. This |oss shall be reported
in accordance wth the provisions of Part 11(B)(3)(b) as
the volune of liquid added to the annulus to keep it filled
in accordance wth Part 11 (B (21)(iv). Al gauges used in
noni toring shall be calibrated i n accordance wth Part
I (E)(18)(e) of this permt.
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Reporting Requirenents - Qopies of the nonitoring results and al l

other reports shall be submtted to the Drector at the fol | ow ng
addr ess:

(a)

(b)

(c)

(d)

US Ewironnental Protection Agency

Region 5

77 st Jackson Boul evard

Chicago, Illinois 60604-3590

Attn: UCDBranch, Orect Inplenentation (W 16J)

Monthly Reports - Mbnitoring results obtai ned during each
week shal |l be recorded on a formwhi ch has been si gned and
certified according to 40 OFR 8144.32. Forns shal |l be
subnmitted at the end of each nonth and shal | be post narked
no later than the 10th day of the nonth foll ow ng the

sanpl ing period. The first report shall be sent no | ater
than the 20th day of the nonth follow ng the nonth of the
final issued permt. This report shall include the weekly
neasurenents of injection pressure, annul us pressure, flow
rate and cunul ative volune as required in Parts 11 (B)(2)(d)
and 111 (A of this permt.

Quarterly Reports - Mnitoring results obtai ned each
quarter shall include the neasurenent of annulus |iquid
loss as required in Parts 11 (B)(2)(d) and 111 (A of this
permt. Reports shall be submtted at the end of each
quarter and shall be postnarked no | ater than the 10th day
of the first nonth of the follow ng quarter.

Annual Reports - Monitoring results obtai ned each year
shal | include the neasurenents of injected fluid
characteristics as required in Part 111(A of this permt.
Reports shall be submtted at the end of each anniversary
year and shall be postnarked no | ater than the 10th day of
the first nonth of the foll ow ng year.

Reports on Wl | Tests, Wrkovers and M uggi ng and
Abandonnent - The permttee shall provide the Drector wth
the followng reports and test results wthin sixty (60)
days of conpl etion of the activity:

(i) Mechanical integrity tests, except tests which the
wel | fails in which case twenty-four (24) hour
reporting under Part |(E)(10)(e) is applicabl e

(ii) Logging or other test data;

(iii) VeIl workovers (Using BPA Form7520-12); and,

(iv) Pugging and abandonnent .
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PART |11
SPEA AL GOND TIONS
These special conditions include, but are not limted to, plans for
nai ntai ni ng correct operating procedures, nonitoring conditions and
reporting, as required by 40 OFR Parts 144 and 146. These plans are

described in detail inthe permttee’ s application for a permt, and the

permttee is required to adhere to these plans as approved by the Director as
fol | ows:

A CPERATING MN TCR NG AND REPCRTI NG REQU REMVENTS ( ATTACHED)
B PLUG3 NG AND ABANDONMVENT PLAN ( ATTACHED)
C GORRECTI VE ACTI ON PLAN (ATTACHED)






